CHC® i80 GNSS Receiver

QuickTour with FieldGenius
(PDA Network Mode)
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1.Prerequisites
Hardware: CHC i80 rover , Controller Kit, SIM

card ,Lithium Battery, pole
Software: FieldGenius8

2.Steps to set i80 working as

rover in DCI mode with

FieldGenius

2.1 Rover installation
Insert the SIM card to data collector, screw
the rover receiver on the pole, and put the
Controller adapter in the right place like the

figure.

2.2 Connect Data collector to Internet
via Wifi
1. click on [Start]-[Setting]
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2. Click on the [connections]-[Wireless

Manager]
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3. Click on Wifi if it is closed which means 5. Then choose a Wifi to connect

off v | Settings (2_-;» Ny 4< ok

% | Wireless Manager - Z| 4< X

- >
Configure Wireless Networks @
Phone(Open) oo Add New... =
= Connected
Available
Bluetooth(Open) [— Available
LIIGNSS- 8811111 Available =
m )| Wi-Fi(Closed) — E;! HCPB-TEST Available
% GNSS-1000514 Unavailable
@ Dylan Unavailable [
K s S ; % CarlsonSW_WiFi-guest Unavailable | |
¥ HTC1 Unavailable [¥
Networks to access:
|Only access points v
Wireless | Network Adapters |

Once [Connected],click [OK] (upper right
hand corner)

4. Click on [Menu]-[Wifi setting] to connect 3@ | Wireless Manager (2_.., I <
g H | hY
to Wifi hotspot
7 | Wireless Manager gt X (\ Phone(Open) e
Phone(Open) . Bluetooth(Open) P
Bluetooth(Open) o Iy VV-Fi(CHONAY) p—
w Wi-Fi(Connecting) = K Flight Mode(Closed) —
K Flight Mode(Closed) e —
Disconnect Cellular Data
Phone Settings
Bluetooth Settings
Wi-Fi Settings

6. Finally click on [OK] on lower left corner.
Then the connection will be created and you

can open your browser to access any website
to check.
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2.3 Connect Data collector to Internet

via SIM card

If cannot connect to Wifi, you can work with

mobile network in your data collector.

1. click on [Start]-[Setting]
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2. Click on the [connections]
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3. Click on the [Manage existing
connections]

" | Settings o V| 45 ok
Connections I@

My ISP
Add a new modem connection
|Manaqe existing connections |

My Work Network
Add a new modem connection

Add a new VPN server connection
Edit my proxy server
Manage existing connections

Tasks | Advanced |

4. Long press the [My connection] then
click [Connect]

" | Settings

My ISP (2}
Tap and hold on an existing connection for
more options.
Name Number
My Connectio wa
@ L Delete P
| Edit... | | New...

General [ Modem |

5. Then the connection will be created and

you can open your browser to access any
website to check.
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2.4 Rover setting in FieldGenius
1. Power on the receiver

Long press the i80 power button until the
green and blue LED lights are on.

2. Click on [start] and then FieldGenius.
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3. Click [New Project] to create a project or

Click [Open] to open one exist project.

‘Manager 2= A78 0

\Program Files\MicroSurvey ‘
Project

FieldGenius\FG Projects\
Date S

FG Sample 1/9/10
123 1/1/10

Delete

% P Project

o |

Project
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4. A project file should be selected then
click [Continue] for next step

roject Files: T... 7 .7 % @

Generate New Name ‘

[Festraw |

Active Raw File:

I:' Copy Existing:l | ‘

Project Automap: | survey.csv |

|:| Use Template:lsurvey.csv | ‘

Feature File: | | |

Continue ‘ Cancel ‘

5. Click on [Select Instrument]

f
(i .?

Select Instrument...

Reconnect <GNSS Rover> Rover
s Sample

|:| Always Auto-Reconnect

3@’ Continue without Connecting
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6. Select [GNSS Rover] option then click
[Edit] to select device and linking method
Instrument Selection ] 75 @

~Instrument Type

O Total Station @ GNSS Rover
O Total Station Demo O GNSS Reference
O None O GNSS Demo

~Instrument Profile

[Rover Sample v|

aid | Delete

Profiles contain equipment settings and
measurement tolerances.

|:| Always Auto-Reconnect

¢ )‘> Connect E:’ Close

7. Click [Antenna Height] tab to set the
antenna height of the receiver

Antenna Height s el L)
Model
ligo ~|

Measured Height
2.000m |

Measure Point

Offsets

Measure Point to ARP - Horz

Measure Point to ARP - Vert

I

ARP to APC (L1) - Vert

v o

9. Click [Model and Communication]
tab—select Make as [CHC], Model as [i80],
Port as [Bluetooth] — click [Bluetooth Device
List] to add bluetooth device

GNSS Profile I ol K7 GNSS Profile NnKl78 O
Active Active
' E.i Model _anc! Ti Tolerance: Tl?_‘ Model _anc! le Tolerance:
/&Y Communication | (3) [Autonomous] /&) Communication | (@) B Foramoss]
1 Tolerance q 1 Tolerance 5]
=7 1 Setting: T - Antenna Height 1] Setting: T = Antenna Height
@ = @ &
[Autonomous] [Autonomous]
Tolerance Tolerance
Tzi Setting: AT' _ Auto Recording Tzi Setting: AT' _ Auto Recording
@ [RTK Float] | &5 ) [RTK Float] -
Tolerance Tolerance
Ti Setting: TI Setting:
@Y% [RTK Fixed] @5 [RTK Fixed]

Eg Close
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11. Click on the device that matches your

device serial number, then click it

Make |22© - .
. oth Device =4
Model [i80 ]
Status: Not Connected
GNSS-2001410
(84EB181A9C9B)
Port | Bluetooth v |
Pocket PC
Device [GNSS-1004401 | (0013EFD629E5)
| Bluetooth Device List | GNSS-1004851
(0017E99B03BC)
GNSS-1003174
(0017E99FC2E3)
GNSS-1004401
(0017E9A2FB53)
<f Connect ‘ Close ‘
. Refresh List x/ Cancel ‘
10. Click [Search] to search the around

Bluetooth device.
12. Type in the PIN Code of the bluetooth

then click [OK] button to finish the device

GNSS-1004448 | GNSS-1004448 | 1234 edit.

GNSS-1002771 GNSS-1002771 1234

1 Device Y >4

.GNSS-1002521 GNSS-1002521 | 1234
Name: GNSS-1004401
Bluetooth ID: GNSS-1004401
PIN Code: 1234

Leave PIN Code blank if not required

Close [
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13. Then our target device can be selected in
the bluetooth device list. Click [OK] button
back to
interface.

[Model and Communication]

Device List =078
| Bluetooth ID | PIN

Name

GNSS-1004448
GNSS-1002771
GNSS-1002521
GNSS5-1004401

GNSS-1004448
GNS5-1002771
GNSS-1002521
GNS5-1004401

1234
1234
1234

Delete

14. Select the Link Device as [Data Collect
Internet] from the drop-down box, select the
Data Format as [Auto Detect] then click the
[Setup] button.

L fig f=:78 @

ure

-Link Device

Data Collector Internet b

-Link Communication

GNSS | |

Baud | i |

Data Bits Parity
Stop Bits Flow

rData Format

IAuto Detect vI

Station ID  [Any |

kb Connect
[ |

Close ‘

14. The target device can be selected in the
drop-down box then click [Connect] button.
The software will build the connection to your

device

Communi... ] 2078 @

Make |CHC |
Model [i80 |
Status: Not Connected
Port | Bluetooth hd |
Device GNSS-1004401 b4

Bluetooth Device List ‘

| comea |3

Close ‘

15. Please select the Source Type as NTRIP.
Click [Press to modify] button to create a

NTRIP account information.
: tings =78
— | Data Source
Source Type NTRIP
— | NTRIP Settings Press to Modify %
Description | CHC CORS
Address 211.144.118.5
Port 2102
Username | xzx
Password | xzx

v oK
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16. Please click the [Add] button

| - 0e=fy
| Description ‘ Address Port Username
CHC CORS ‘ 211.144.1185 2102  xzx

Select Add

Edit Delete

Type in your CORS information in the blank.

Then click the [Ok] button
: Aebr e
— | Settings
Description | Test
Address 211.144.118.5
Port 2102
Username | xzx
Password x2x

G-

Cancel ‘

After that the new CORS can be selected in
the list, please select the CORS you want to
use then click [Select]

asters 07
| Description ‘ Address Port Username
CHC CORS ‘ 211.144.1185 2102  xzx

211,344 118.5

Select Add Edit Delete

>
Then click [Ok] button to finish setting
A==l @

—  Data Source
Source Type NTRIP IZ'

—  NTRIP Settings Press to Modify |

Description | Test

Address 211.144.118.5

Port 2102

Username | xzx

Password | xzx

OK
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17. Click [Connect] to finish starting rover

Link Configure Ne=l7B O
-Link Device
|Data Collector Internet | Setup

~Link Communication

GNSs | |

Baud | |

DataBits [ | pariy [ ]
stopBis [ JFow [

-Data Format

|Auto Detect v|

Station ID  |Any |

Tq Connect Eg

18. Then the green LED will flash and the
states will become [Autonomous] to [float]

Close

then to [fix],which means the rover is getting
the correction data from base.

Then please click the [RTK Fixed] to start the
measurement

&5 @ & & '355 YO

il e
e A @ o
f / PDOP
B 1.8
=1 .-;28 Tﬁf -
Antenna
0.000m
26 25 Standard
Measure
23 |24
ﬁi m [RTK Fixed
+ .
/ 5 &%,  <NolLine>

.F]iﬁ Next ID

o L] <No Desc>

Only if the i80 states meets the tolerance, the

measurement can be done.

GNSS Measurement sk @_
Solution:  RTK Fixed
Satellites: 12 @
PDOP: 1.59

~Real Time
Status: Accepted

Horz StdDev: 0.002m

Vert StdDev: 0.003m

a Store Position E" Cancel

Store Point A=

i 1°)
Point ID s £

| List

Description |\
[3450144.504m

|622824.005m

[35.621m

(0.000m

[GNSS Point v

Northing

Easting

Elevation

Antenna

Store As

Review

Advanced
Measurement

Enter Note

Cancel

a Store Pnt i:’

19. The survey work can be done with the
i80
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